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Frequency Range (+/-3dB)
Nominal Directivity (-6 dB)
Maximum Peak SPL**
Components LF
Components HF

Power Handling (AES / Peak)
Power Handling (AES / Peak)
Height Front (mm /in)
Height Back (mm /in)

Width (mm /in)

Depth (mm /in)

Weight (kg / [bs)

80 Hz- 18 kHz

H100°x V12.5°

138dB

2xND7-LM16 7" Kevlar
1x 3" Dia/ 1.4" Comp-Dr.
LF  500/2000W

HF 110 /440 W

203/8

122/4.38

527 /20.75

411/16.2

159/35
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Frequency Range (+/-3 dB)

Maximum Peak SPL**
Components LF
Nominal Impedance LF

Power Handling (AES / Peak)

Rigging

Connection

Height Front

Width

Depth

Weight

Supported Processing

30 Hz-80 Hz
138dB
ND19 19" Kevlar
80

LF 1200/ 4800 W
Slidelock Rigging
NL8: 2x (F)+3x(R)
543.5mm
742mm
630mm
46kg
Lake
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All speaker optimization is done with the LAKE processor.
* VAT LEROEHEIERFEEGEEHTHI70KGTT,
The total weight of the all cabinet is 170Kg.
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